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ADULT OCCUPANT

ADEQUATE MARGINALGOOD WEAK POOR

Comments

Driver Driver

Total 12.0 Pts / 38%

Full-Width Deformable Barrier                     6 Pts Lateral Impact                                                         6 Pts

Structure
�e body structure remained stable in the frontal test and the upper anchorage securing the seatbelt held �rm, although there were 
signs that its mounting bolt had started to pull through the aluminium section to which it was secured.  Rearward movement of the 
engine and transmission pushed the steering wheel of the CH30 rearwards and upwards. 

Restraints
�e vehicle has no driver’s airbag and the force with which the dummy’s head struck the lower rim of the steering wheel indicated a 
high probability of serious or fatal injury.  As the steering wheel had moved early in the impact, the chest did not come into contact 
with it.  However, dummy readings of chest compression indicated marginal protection for this part of the body.  In the side impact, 
protection for the head was rated as marginal.  �ere is no side curtain airbag and the dummy’s head struck the aluminium roof rail, 
resulting in a high acceleration.  Chest lateral compression was also severe and readings indicated that considerable force had been 
taken by uninstrumented parts of the dummy.  After adjusting for this, protection of the chest was rated as poor. Total force on the 
abdomen was also high and protection of this part of the body was rated as weak.

Euro NCAP © Chatenet CH30 April 2016     


